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CABINET INSTALLATION
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CAT S5E TERMINATIONS
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TVT POTS SERVICE
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RG-6 TERMINATIONS
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TVT VIDEO AMPLIFIER
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UPS MOUNTING DETAIL
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COMMUNICATIONS OUTLET
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1 SPEAKER TERMINATION
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11SPEAKER ACCESS OUTLET
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GENERAL NOTES:
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WALL PHONE TERMINATION
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AUXILARY MOUNTING BARS
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BATTERY SHELF
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TVT DATA SERVICE
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A. COORDINATE WORK WITH ELECTRICAL POWER AND ALARM WIRING.

B. NO SUBSTITUTIONS OF MATERIALS ARE PERMITTED UNLESS APPROVED BY
ENGINEER.

C.  SUPPORT ALL ELECTRICAL WIRING AND CORDAGE AT NO LESS THAN 6" INTERVALS
WITH REUSABLE FASTENERS ATTACHED TO ENCLOSURE OR BACKBOARD.

D. COMPLY WITH LATEST VERSION OF RESIDENTIAL TELECOMMUNICATIONS CABLING
STANDARD TIA/EIA—-570—A.

E. DO NOT DAISEY—-CHAIN MORE THAN TWO OUTLET BOXES.

F. SPEAKER CABLES DO NOT TERMINATE IN MEDIA CENTER ENCLOSURE.

G.  ACCESS MEDIA CENTER FROM TOP, SIDE AND BOTTOM AS NECESSARY FOR
QUANTITY OF CONDUITS REQUIRED.

H. PROVIDE MACHINE PRINTED, SELF ADHESIVE LABELS. ON FACEPLATES, INSTALL
LABELS BEHIND PLASTIC COVER. LABEL BOTH CABLE ENDS WITH SELF SEALING
LABELS.

@® SHEET NOTES:

1. STRUCTURED MEDIA CENTER ENCLOSURE WITH HINGED COVER AND LOCK

2. VENTED EXTENDER BRACKET

3. CATEGORY 5E VOICE AND DATA MODULE

4. TELEPHONE SECURITY MODULE

5. ETHERNET SWITCH WITH PORTS PER OUTLET LOCATION SCHEDULES

6. DATA PLASTIC BRACKET (HOLES PER DETAIL 15)

7. UNIVERSAL SHELF BRACKET (SECURITY BATTERY)

8. NO NOTE PROVIDED

9.

10. 1X8 PASSIVE VIDEO SPLITTER MODULE, 2GHz

11. VIDEO AMPLIFIER, 2GHz, 25dB GAIN

12. HOME AUTOMATION CARD

13. UPS FOR ETHERNET SWITCH

14. DC POWER MODULE AND 1 AC DUPLEX RECEPTACLES

15. FASTEN ENCLOSURE TO 16" ON CENTER STUDS WITH PROVIDED SCREWS

16. FINISHED FLOOR OF MECHANICAL ROOM

17. PROVIDE DEDICATED, 120VAC/15A CIRCUIT, LABEL PANELBOARD SCHEDULE "MEDIA
CENTER".

18. TERMINATE HORIZONTAL CABLES ON 110 BLOCKS, TEST PERMANENT LINK PER
ANSI/TIA/EIA 568B. PROVIDE SEQUENTIAL LETTER DESIGNATION LABEL FOR EACH
MODULE.

19. PROVIDE PATCH CORD PER OUTLET LOCATION SCHEDULES AND PROVIDE CHANNEL
TEST PER ANSI/TIA/EIA 568B.

20. TERMINATE TVT UTP CABLE WITH POTS LINES ON MODULAR PLUG (T568A) AND
INSERT INTO MODULAR JACK.

21. PROVIDE 110—MODULAR JACK PATCH CORDS TO ACTIVATE ANALOG SERVICES.
REFER TO DRAWING T2.0.

22. TERMINATE RG-6 CABLES WITH F—CONNECTOR AND INSTALL ON OUT PORTS OF
SPLITTERS.  PROVIDE SEQUENTIAL NUMBER LABEL FOR EACH SPLITTER. INSTALL
75 OHM TERMINATOR IN UNUSED PORTS.

23. PROVIDE RG-6 PATCH CABLE TO IN PORT OF SPLITTER.

24. TERMINATE RG-6 ENTRANCE CABLE WITH F—CONNECTOR AND CONNECT TO IN
PORT OF AMPLIFIER.

25. PROVIDE RG-6 PATCH CABLE FROM OUT PORT OF AMPLIFIER TO IN PORT OF
SPLITTER.

26. NO NOTE PROVIDED

27. PROVIDE 4-PORT FACEPLATE, TYPICAL FOR COMMUNICATION OUTLET LOCATIONS.
PROVIDE LABEL WITH MODULE AND PORT NUMBER OF CABLE TERMINATION UNDER
PLASTIC COVER OF LABEL HOLDER.

28. TERMINATE CATSE CABLES ON MODULAR JACKS IN INSTALL AS SHOWN IN
FACEPLATE.

29. PROVIDE QUICKPORT F—CONNECTOR MODULES PER ELECTRICAL FLOOR PLANS.
TERMINATE RG—6 CABLES ON F—CONNECTORS AND INSTALL ON F—CONNECTOR
MODULES. PROVIDE 75 OHM TERMINATING RESISTORS IN ALL UNUSED
CONNECTORS.

30. PROVIDE QUICKPORT SNAP—IN BLANK MODULE IN VACANT PORTS OF FACEPLATES.

31. PROVIDE 4—PORT FACEPLATE AT SPEAKER LOCATIONS WITH QUICKPORT RCA
MODULE FOR SPEAKER. PROVIDE LABEL WITH "S” AND SEQUENTIAL NUMERIC
IDENTIFIER.

32. PROVIDE QUICKPORT GOLD—PLATED BINDING POST MODULES FOR SPEAKER AND
TERMINATE SPEAKER WIRE PER ELECTRICAL FLOOR PLAN. COORDINATE TERMINAL
COLOR (RED/BLACK) AND POSITION (LEFT/RIGHT/FRONT/REAR) WITH LOCATION
OF VIDEO MONITOR AND RECEIVER.

33. PROVIDE QUICKPORT DOUBLE GANG FACEPLATE AT AUDIO/VIDEO EQUIPMENT
LOCATION.  COORDINATE LOCATION WITH EQUIPMENT CABINETRY FOR ACCESS TO
JACKS.

34. PROVIDE WALL PHONE JACK PER ELECTRICAL FLOOR PLAN. LABEL WITH MODULE
AND PORT NUMBER ON SURFACE OF FACEPLATE. TERMINATE COMMUNICATIONS
CABLE PER T568A PINNING.

35. INSTALL SECURITY ALARM PANEL IN ENCLOSURE ON MANUFACTURER PROVIDED
MOUNTING PLATE.

36. PROVIDE PUSH LOCK PINS AS REQUIRED TO SUPPORT ITEMS ON ENCLOSURE
BACKPLANE AS SHOWN.

37. PROVIDE VELCRO CABLE MANAGEMENT STRAPS TO SUPPORT CABLES IN
ENCLOSURE.

38. PROVIDE UNIVERSAL SHELF BRACK TO SUPPORT SECURITY CARD BATTERY.

39. SUPPORT BATTERY ON SHELF WITH VELCRO STRAPS.

40. DRILL 7/64” HOLES FOR NETWORK SWITCH MOUNTING SCREWS IN DATA PLASTIC

BRACKET AND INSTALL BRACKET IN ENCLOSURE. PROVIDE 19 AWG GROUND
CONDUCTOR WITH SPADE LUGS FROM SWITCH GROUND SCREW TO GROUND
SCREW ON ENCLOSURE. INSTALL POWER CORDS AND MOUNT NETWORK SWITCH
ON BRACKET.
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