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8 POSITION, 8 WIRE MODULAR PLUG TERMINATED T568A. WORK PERFORMED BY
TAMARACK VIDEO AND TELECOM (TVT).

TERMINATE SERVICE CABLE IN POSITION 1 OF FIRST CATEGORY 5E MODULE.
LABEL MODULE A’ AND LABEL OTHER MODULES WITH SEQUENTIAL LETTERS AS
SHOWN.

INSTALL CATEGORY 5E PATCH CABLE WITH STRAIGHT THROUGH PINNING FROM
JACK "A1" NETWORK "IN" PORT ETHERNET SWITCH.

INSTALL CATEGORY 5E PATCH CORD FROM 10/100 FAST ETHERNET PORT TO
JACK CORRESPONDING TO OUTLET FACE PLATE LABEL.

CATEGORY 5E HORIZONTAL STATION CABLE FROM MEDIA CENTER TO OUTLET
LOCATIONS.

INSTALL CATEGORY 5E PATCH CORD FROM POWER OVER ETHERNET (POE) PORT
TO JACK CORRESPONDING TO OUTLET FACE PLATE LABEL WHERE VOIP PHONE
WILL BE INSTALLED.

TVT TO TERMINATE INDIVIDUAL PAIRS OF SERVICE CABLE TO TERMINALS OF POTS
PER PIC COLOR CODE.

SERVICE CABLE TERMINATED WITH 8 POSITION, 8 WIRE MODULAR PLUG INSERTED
IN MODULAR JACK OF TELEPHONE SECURITY MODULE TO FORM AUXILIARY
DISCONNECT OUTLET (ADO). POTS LINE APPEAR ON 110C4 CONNECTING BLOCKS
PER PIC COLOR CODE.

ROUTE 1-PAIR PATCH CORD WITH 110 AND MODULAR JACK FROM POTS LINE

POSITION OF 110C4 BLOCK TO MODULAR JACK CORRESPONDING TO LABEL ON
FACE PLATE WHERE SINGLE LINE DEVICE IS TO BE INSTALLED.

ROUTE 2-PAIR PATCH CORD WITH 110 AND MODULAR JACK FROM POTS LINE
POSITION OF 110C4 BLOCK TO MODULAR JACK CORRESPONDING TO LABEL ON
FACE PLATE WHERE SINGLE LINE DEVICE IS TO BE INSTALLED. UPGRADE TO

OSF 524 & 2 LINE PATCH CORDS REQUIRED.

INSERT LINE CORD OF 2-LINE DEVICE INTO EITHER 6—POSITION OR 8 POSITION
MODULAR JACK, NOTE JACK IDENTIFICATION TEXT AND REFER TO NOTE 10.

INSERT LINE CORD OF SINGLE LINE DEVICE INTO MODULAR JACK, NOTE JACK
IDENTIFICATION TEXT AND REFER TO NOTE 9.

INSERT CATEGORY SE LINE CORD OF ETHERNET DEVICE INTO MODULAR JACK,
NOTE JACK IDENTIFICATION TEXT AND REFER TO NOTE 4.

INSERT CATEGORY SE LINE CORD OF ETHERNET DEVICE INTO MODULAR JACK,
NOTE JACK IDENTIFICATION TEXT AND REFER TO NOTE 6.

ON MANUFACTURER’S LABEL PRINT LETTER DESIGNATION OF VOICE/DATA MODULE
AND PORT NUMBER OF TERMINATION POSITION FOR CABLES INSTALLED TO TOP
TWO PORTS. EXAMPLE SHOWS CABLES FROM POSITIONS 4 AND 5 OF THE B
MODULE ARE TERMINATED IN TOP TWO PORTS.

PROVIDE "VOICE" LABEL FROM LABEL SHEET ABOVE JACK WHERE VOIP PHONE
WILL BE ACTIVATED. TOP LEFT PORT OF FACEPLATE IS DEFAULT VOICE
INSTRUMENT PORT. USE LEVITON 41080-LWB PREPRINTED PORT DESIGNATION
LABEL WITH TEXT "VOICE" IN WHITE INK ON CLEAR BACKGROUND. CLEAN AREA
BEFORE APPLYING LABEL.

DEFAULT POSITION FOR 10/100 BASE—T ETHERNET. NO JACK LABEL REQUIRED.

DEFAULT POSITION FOR COAXIAL TERMINATION. PROVIDE LABEL IN LOWER
WINDOW TO INDICATE SPLITTER AND PORT ID OF COAXIAL CABLE.

BLANK PORTS TO BE LABELED WHEN CABLE IS INSTALLED. PROVIDE QUICK
PORT SHUTTER ON ALL MODULAR JACKS NOT CONNECTED IN MEDIA CENTER TO
ETHERNET SWITCH PORT VIA PATCH CORD. USE LEVITON S1084-1CN.

REFER TO NOTE 15 AND PROVIDE LABEL TO IDENTIFY TERMINATIONS IN BOTTOM

TWO PORTS. EXAMPLE SHOWS CABLE 3 OF TAP PORT #1 IS TERMINATED IN
BOTTOM LEFT PORT.
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